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be several emission episodes within a
single unit operation.

Waste management unit means any
component, piece of equipment, struc-
ture, or transport mechanism used in
storing, treating, or disposing of waste-
water streams, or conveying waste-
water between storage, treatment, or
disposal operations.

Wastewater means aqueous liquid
waste streams exiting equipment at an
affected source.

Wastewater system means a system
made up of a drain system and one or
more waste management units.

Wet strength resins (WSR) means
polyamide/ epichlorohydrin conden-
sates which are used to increase the
tensile strength of paper products.

[60 FR 12676, Mar. 8, 1995, as amended at 65
FR 26497, May 8, 2000]

EFFECTIVE DATE NOTE: At 65 FR 26497, May
8, 2000, § 63.522 was amended by revising the
definition of Equipment leaks, effective July
7, 2000. For the convenience of the user, the
superseded text is set forth as follows:

§ 63.522 Definitions.

* * * * *

Equipment leaks means emissions of haz-
ardous air pollutants from a pump, com-
pressor, agitator, pressure relief device, sam-
pling connection system, open-ended valve
or line, or instrumentation system in or-
ganic hazardous air pollutant service.

* * * * *

§ 63.523 Standards for basic liquid res-
ins manufacturers.

(a) Owners or operators of existing
affected BLR sources shall operate
sources such that the rate of emissions
of hazardous air pollutants from all
process vents, storage tanks, and
wastewater systems combined shall not
exceed 130 pounds per 1 million pounds
of BLR produced.

(b) Owners or operators of new or re-
constructed affected BLR sources shall
reduce uncontrolled emissions from the
sum of uncontrolled process vents,
storage tanks, and wastewater systems
by 98 percent, or limit the total emis-
sions from these emission points to
5,000 pounds per year.

(1) For process vents, uncontrolled
emissions are defined as gaseous emis-

sion streams past the last recovery de-
vice.

(2) For storage tanks, uncontrolled
emissions are defined as emissions cal-
culated according to the methodology
specified in § 63.150(g)(3).

(3) For wastewater systems, uncon-
trolled emissions are the total amount
of HAP discharged to the drain system.

(c) Owners or operators of existing,
new, or reconstructed affected BLR
sources shall comply with the require-
ments of subpart H of this part to con-
trol emissions from equipment leaks.

§ 63.524 Standards for wet strength
resins manufacturers.

(a) Owners or operators of existing
affected WSR sources shall either:

(1) Limit the total emissions of haz-
ardous air pollutants from all process
vents, storage tanks, and wastewater
systems to 10 pounds per 1 million
pounds of wet strength resins produced;
or

(2) Comply with the requirements of
subpart H of this part to control emis-
sions from equipment leaks.

(b) Owners or operators of new or re-
constructed affected WSR sources shall
either:

(1) Limit the total emissions of haz-
ardous air pollutants from all process
vents, storage tanks, and wastewater
systems to 7 pounds per 1 million
pounds of wet strength resins produced;
or

(2) Comply with the requirements of
subpart H of this part to control emis-
sions from equipment leaks.

§ 63.525 Compliance and performance
testing.

(a) The owner or operator of any ex-
isting affected BLR source shall, in
order to demonstrate initial compli-
ance with the applicable emission
limit, determine the emission rate
from all process vent, storage tank,
and wastewater system emission points
using the methods described below.
Compliance tests shall be performed
under normal operating conditions.

(1) The owner or operator shall use
the EPA Test Methods from 40 CFR
part 60, appendix A, listed in para-
graphs (a)(1) (i) through (iii) of this
section, to determine emissions from
process vents. Testing of process vents
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